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RIATHERM kanalplast
25 mm M-struktur Heatstop Opalvit

ANVÄNDING

RIATHERM 25 mm M-struktur 
Heatstop är en styv takskiva i 
polykarbonat som har hög isole-
ring och passar bra till uterum 
och vinterträdgårdar.
 
RIATHERM Heatstop ägnar sig 
både till att isolera väl på vintern 
som att dämpa värmen på som-
maren. Baserat på skivans speciel-
la utvändiga yta, visar tester en 
skillnad på upp till 13 grader på 
invändig temperatur, jämfört med 
en vanlig RIATHERM takskiva. 

UV-skydd
Sidan, med den co-extruderade 
UV-skyddande ytan, monteras så 
att den vänder uppåt/utåt. Det 
ger RIATHERM skivan ett ytterst 
effektivt skydd mot väderpåver-
kan och det ges 15 års garanti.
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Varuspecifikationer Värden

 Tjocklek 25 mm

 Material Polykarbonat

 Färg Opalvit

 Vikt 3400 g/m2

 Längd 3000, 3500, 4000, 
4500, 5000, 6000 mm

 Bredd 980 mm

 Kanalvägg avstånd 20 mm

 Avstånd från mittspärr till mittspärr 1005 mm

 U-värde 1,4 W/m2K

 Ljustransmission 32 %

 Ljud reduktion 18 dB

 Brand EN13501-1 B-s1, d0

 Termisk utvidgningskoefficient 0,065 mm/m°C

 Min/max användningstemp. utan belastning -40/+120 °C

 Takets lutning 3 cm per m

 Konstruktion Plan

FÖRDELAR

	 Lågt U-Värde

  Värmedämpande effekt

  Väldigt bra isolering

  Slagfast

Läs mera om RIATHERM kanalplast på 
www.rias.se

Dimensioner i mm
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Makrolon® multi UV 5M/25-20
Multiwall polycarbonate sheet

MF 0203 e

Your benefits:
• extremely heat-insulating
• high stiffness
• good load bearing capacity

Makrolon® multi UV 5M/25-20 is a polycarbonate sheet of 
25 mm thickness, with a M-structure for enhanced stiffness. It 
combines good load bearing properties, good thermal insula-
tion, light transmission and excellent weather resistance. The 
sheet is lightweight, impact resistant and easy to install.

Makrolon® multi UV 5M/25-20 is ideal for flat glazing applica-
tions.
• conservatories
• industrial glazing, sports halls
• partition walls
• skylights, northlight glazing
• roofing, cladding

The sheets are produced with a coextruded UV-protective layer, 
which is homogeneously fused with the sheet material. This 
UV-protected side must be installed facing upwards/outwards. 
It provides Makrolon® multi UV with a highly effective protection 
against weathering, guaranteed for 10 years. 

On request:
IQ-Relax
Makrolon® multi IQ-Relax are opal white sheets, which 
 dramatically reduce the heat of the sunlight, allowing the  visible 
light to pass through. More light, less heat!

TECHNICAL DATA (TYPICAL VALUES)

 Area weight 3.4 kg/m²

 Sheet width 980, 1,200, 1,230 mm

 Possible delivery lengths 2,000 to 6,000 mm

 Light transmittance D65 clear 1099: approx. 49 % 
 (UV-absorbing) white 1146: approx. 40 % 
  IQ-Relax: approx. 32 % 
  bronze 1845: approx. 13 %

 Total energy transmission g clear 1099:  approx. 48 % 
  white 1146:  approx. 42 % 
  IQ-Relax:  approx. 34 % 
  bronze 1845:  approx. 32 %

 Heat transfer coefficient Ug (2) 1.4 W/m² K (vertical application) 
  1.4 W/m² K (horizontal application)

 Coefficient of thermal expansion  0.065 mm/m °C

 Possible expansion  
 due to heat and moisture 3 mm/m

 Max. service temperature 
 without load 120°C

 Weighted sound reduction index  ~ 18 dB

 Fire rating (1) 
 • Europe clear 1099  B-s1, d0 (EN13501-1) 
  white 1146   
  bronze 1845 C-s2, d0 (EN13501-1) 
  IQ-Relax B-s1, d0 (EN13501-1)

(1)  Fire certificates are limited in time and scope, always check if the mentioned certificate is valid 
for the purchased Polycarbonate sheet type at the date of delivery. Polycarbonate sheets may 
change their fire behavior due to ageing and weathering. The indicated fire rating was tested 
on new / unweathered Product in accordance with the indicated fire classification standards.

(2) Heat transfer coefficient Ug according to EN ISO 10077-2
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